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Swan again provides the ultimate in equipment design at a reasonable cost. The new MARK 1" 
Tineaxe Amplifier uses lwo EIMAC 8-4002 zecu bins triodes in grounded grid circuit for conservative 
maximum legal inpui rating. Power switch reduces input to | KW de input rating for CW and" 
tunc-up, Untuned input circult provides maximum operating ease, fastest QSY capability. Built-in -- 
2600 volt, solid state 117/220 volt AC supply is designed for extended trouble-free operation. New: 
finai tube cooling concept guaranives lumpy tube life and reduces inilleal equipment cost Dual eee 
over relays provide automatic Darefaot ar linear operatian as desired. Wide range eioutput mete; 
work allows use with variety of antenna systems without need for external matching’ mews iy 
Designed by hams for hams; MARK I provides all necessary features for complete HF ‘band opera; viel ie 
tion. Metering of Grid current, late current, Plate voltuge, and relative. output, alee Monitor rs 
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of all essential parameters and maxluuim case in tunc up. : es ane 2 i a a p 
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SPECIFICATIONS eon = a 
Two Kimac 34002 Triodes in grounded yrid Built-in changeover ray. : oe a he ae 
circuit (Not supplied with Mark 1) Wide range pioutput. — Re ae oe 
a > ? ‘ - ce at) “Es 
2000 watts PEP input Weight: Approximately 55 Ibs. a 
1000 watts CW and ium input. Built-in 117/220VAC power supply. a] z . 
Drive requiremenis: £00 watts. Dimensions: 19" x &1/2" x i6-1/2" ‘ ‘ 


is Cee ae | Ww? WEP 
ELECTRONICS | a 


Octansede, California 


s meee * oto 


eee spat 


a: SIX MET ER scons’ # aigito! 


OPERATING INSTRUCTIONS = 
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Swan again provides the ultimate in equipment design at a reasonable cost. The new MARK 1°" 
Tinewxe Armptifier uses lwo EIMAC §-4002 cecu bins triodes in grounded grid circuit for conservative 
maximum legal inpui rating. Power switch reduces input to 1 KW de input rating for CW and" 
tune-up. Untuned input circuft provides maximum operating ease, fastest QSY capability. Built-in - 
2600 volt, solid state 117/220 volt AC supply is designed for extended trouble-free operation. New: 
finai tube cooling concept guaranives log tube life and reduces inilled equipment cost Dual change,” 
over relays provide automatic Darefaot ar linear operatiar. a5 desired. Wide range eioutput met |; 
work allows usé with variety of antenna systems without need for external matching’ nor 
Designed by hams for hams; MARK I provides all necessary features for complete HF band opera; 

tion. Metering of Grid current, Tlate current, Plate voltuge, and relative. output, a sgmonitoring 


of all essential parameters and maxiuuim case in tuac up. : ee ‘ogee ae i 
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SPECIFICATIONS at iy Aig a 

Iwo Eimac 32-4002 Triodeg in grounded yrid Built-in changeover relay. oe he aes 

circuit (Not supplied with Mark 1) Wide range pi output. : aes. 

2000 watts PEP input Weight: Approximately 56 Ibs. x" 

10060 watts CW and iune inpul. Buili-in 11 7/220VA4C power aupply. iy & ; 
Drive requiremenis: 100 watts. Dimensions: 19" x g-1/2" x 15-1/2" 
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Swan again provides the ultimate in equipment design at a reasonable cost. The new MARK 1° 
TLinewxr Amplifier uses lwo EIMAC 38-4002 zeru bins triodes in grounded grid circuit for conservative 
maximum legal! inpui rating. Power switch reduces input to | KW dec input rating for CW and" 
tune-up, Untuned input circuft provides maximum operating ease, fastest QSY capability. Built-in -- 
2600 volt, solid state 117/220 volt AC supply is designed for extended trouble-free operation. New: 
finai tube cooling concept guaranives los tube life and reduces inilal equipment cost Dual change." 
over relays provide automatic Barefoot ar linear Operatian a5 desired. Wide range ei:output mete; 
work allows usé with variety of antenna systems without need for erat matching’ netwolf 
Designed by hams for hams; MARK I provides all necessary features for complete HF ‘band opera; 


tion. Metering of Grid current, Plate current, Plate voltage, and relative. output, allows: s@nionltoring eee oe 
of all esseztial parameters and maxiiuin case In tunc up. : ae ‘gee “i KG Yin. 
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SPECIFICATIONS ae ation fet 
Two Eimac 340027 Triodez in grounded yrid Built-in changeover rdiay. . “— ae: eee 
circuit (Not supplied with Mark 1) Wide range pi output. ; we aes. 
sale . ee ae 
A DST A a Weight: Approxlmately 55 lbs, 4 
1006 watts CW ane iune inpul. Buili-in 117/2 Z0VAC power aupply. Is: k é 


Drive requirements: 100 watts. Dimensians: 19" x g.1/2" x i6-1/2" 
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OPERATING INSTRUCTIONS = ae 
NOTE: USE EIMAC 3 “4002's: 
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Swan again provides the ultimate in cquipment design at a reasonable cost. The new MARK I 
Linexr Amplifier uses lwo EIMAC 83-4002 zecu bins triodes in grounded grid circuit for conservative 
maximum legal inpui rating. Power switch reduces input to | KW de input rating for CW and" 
tune-up. Untuned input circult provides maximum operating ease, fastest QSY capability. Built-in -- 
: 2600 volt, solid state 117/220 volt AC supply is designed for extended trouble-free operation. New: 
; finat tube cooling concept guaranives lung tube life and reduces inilal equipment cost Dual change," 
over relays provide automatic Darefaot ar linear operatic: a5 desired. Wide range ei:outpiut mete | 
work allows usé with variety of antenna systems without need for “ae matching’ mona 
Designed by hams for hams; MARK I provides all necessary features for complete HF ‘band opera; 
tion. Metering of (arid current, Plate current, Plate voltuge, and relative. output, allows: smioultoring 
of all essential parameters and maxinuin casc mm tunc up. : De ahe 


SPECIFICATIONS Hie Me Pat 
‘Iwo Eimac 34002 Triodez in grounded yrid Built-in changeover relay. ae eee: 
circuit (Not supplied with Mark 1) Wide range pioutput. — oe “aR: 
2000 CEE EN et lie Weight: Approximately 55 Ibs, | : 
1000 watts CW and iune input. Buili-in 117/220VAC power supply, . x. 


: Drive requiremenis: LOO watts. Dimensions: 19" x B1/2" x 1-1/2" 
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